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Dear Ms. Kemper and Ms. Dernbach:

Pacific Gas and Electric Company (PG&E) is pleased to submit this draft Work Plan for Evaluation of
Background Chromium in the Groundwater of the Upper Aquifer in the Hinkley Valley (Work Plan). The
Work Plan proposes the collection and evaluation of additional data to expand on the 2007 Groundwater
Background Study Report, Hinkley Compressor Station, Hinkley, California.

In 2011, Water Board staff submitted the 2007 study to three technical individuals with expertise in the
fields of hydrogeology, statistics, and laboratory analysis. Many of the concerns raised by the peer
reviewers were shared by PG&E and their technical staff, and this Work Plan addresses the comments
that were provided by the reviewers. PG&E anticipates the Work Plan will undergo independent peer
review, and we look forward to receiving that input and working with the Water Board to finalize the
scope of work. Since the cleanup goal for the Hinkley chromium groundwater plume is background
(presently as defined by the 2007 study), it is critical to address the peer review comments of the 2007
study, and to further assess the background conditions in Hinkley in a manner that fosters consensus.

Please feel free to call me if you have any questions regarding the information presented in the attached
report.

Sincerely,

Kevin M. Sullivan
Hinkley Remediation Project Manager
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Limitations and Certifications

This Work Plan was prepared for the exclusive use of Pacific Gas and Electric Company. Any re-use of

this report for a different purpose or by others not identified above shall be at the user’s sole risk without

liability to Stantec. To the extent that this report is based on information provided to Stantec by third

parties, Stantec may have made efforts to verify this third party information, but Stantec cannot guarantee

the completeness or accuracy of this information. The opinions expressed and data collected are based

on the conditions of the site existing at the time of the field investigation. No other warranties, expressed

or implied are made by Stantec.

Prepared by: Reviewed by:

__________________________________ _________________________________

Chris R. Maxwell, P.G. William DeBoer

Principal Geologist Geologic Associate

Information, conclusions, and recommendations provided by Stantec in this document has been prepared

under the supervision of and reviewed by the licensed professional whose signature appears below.

Licensed Approver:

__________________________________

Chris R. Maxwell, P.G., #7269

Principal Geologist
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Executive Summary

On February 28, 2007, Pacific Gas and Electric Company (PG&E) submitted the Groundwater

Background Study Report, Hinkley Compressor Station, Hinkley, California (CH2M HILL, 2007). The

report presented the data, analysis, and conclusions of a study completed by PG&E to estimate the 95

percent upper tolerance limit (95UTL) concentrations of total dissolved chromium (CrT) and hexavalent

chromium (Cr6) in groundwater of the upper aquifer in the Hinkley Valley. The study was conducted

following Lahontan Regional Water Quality Control Board (Water Board) staff approval of the Revised

Background Study Work Plan, PG&E Compressor Station, Hinkley, California (CH2M HILL, 2004). The

approved work plan incorporated comments from Water Board staff, and input from three University of

California (UC) peer reviewers.

The February 2007 Background Study Report concluded that the 95UTL concentrations for CrT and Cr6

in groundwater of the Hinkley Valley are 3.23 micrograms per liter (µg/L) and 3.09 µg/L, respectively.

These values were intended to describe the upper range of chromium concentrations that are unrelated

to the historic release of chromium at the PG&E Compressor Station (i.e., background concentrations).

On November 18, 2008, the Water Board adopted amended Cleanup and Abatement Order (CAO) No.

R6V-2008-0002A1. The amended CAO requires, for the purposes of evaluating remediation strategies,

that the maximum background concentrations of CrT and Cr6 shall be 3.2 and 3.1 µg/L, respectively.

Since adoption of the amended CAO in November 2008, PG&E has installed approximately 157 new

short-screened (i.e., typically 10 to 20 feet in length) monitoring wells in the Upper Aquifer at 85 locations,

in an effort to further define the distribution of chromium at concentrations above the established

background values. Assuming the established background values are representative of conditions in the

upper aquifer, the lateral boundaries of the PG&E plume are now depicted as approximately five (5) miles

long (north to south) and up to two and three-quarters (2.75) miles wide (east to west). This area is

three (3) miles further to the north and one (1) mile further to the east than was depicted in November

2008. The change in plume depiction is based on the inclusion of data from the new short-screen

monitoring wells installed by PG&E since November 2008 in areas where data did not previously exist

(primarily north of Thompson Road and east of Summerset Road). Cr6 concentrations for the majority of

these new data are less than 5.0 µg/L.

Peer Review of the Background Study Report

In 2011, Water Board staff submitted the February 2007 Background Study Report to three technical

individuals with expertise in the fields of hydrogeology, statistics, and laboratory analysis. Peer reviewer

comments were provided by Water Board staff on October 14, 2011. Many of the concerns raised by the

reviewers were shared by PG&E and their technical staff; other concerns can be resolved by considering

the entirety of the work performed before, during, and after the background study. The peer reviewer

comments, along with PG&E responses, are included in this document as Appendix A. The scope of



WORK PLAN FOR EVALUATION OF BACKGROUND CHROMIUM IN THE GROUNDWATER OF THE
UPPER AQUIFER IN THE HINKLEY VALLEY, PACIFIC GAS AND ELECTRIC COMPANY, HINKLEY
CALIFORNIA
Executive Summary

February 22, 2012

i:\pg&e\hinkley\bg study wp feb 2012\bg study work plan\text\background study rpt_022212_fnl.docx E-2

work proposed herein was developed in consideration of these comments. Peer reviewer comments can

generally be summarized as follows:

Sampling was Performed Using Wells not constructed for Discrete Sampling in the Upper

Aquifer – Data was collected from long-screened domestic or agricultural wells, for which in most cases

PG&E does not have documentation of well construction. It is likely the majority of these wells have very

long screens, some of which penetrate both the upper and lower aquifers. Data collected from these

long-screened wells is not comparable to data collected from the monitoring wells installed by PG&E to

evaluate the boundaries of the chromium plume, which have short screens (typically 10 to 20 feet) and do

not penetrate multiple aquifers.

The Spatial Distribution of Wells was Uneven – The background study relied on samples collected

from existing domestic and agricultural wells, many of which are clustered in specific geographic areas.

The clustering of wells in some areas, and the absence of wells in others, may have resulted in spatial

bias of the 95UTL values (i.e., statistical weight was given to a few geographic areas of the Hinkley

Valley).

The Statistical Analysis of Data was Inappropriate – Several issues were identified pertaining to how

the groundwater data was statistically evaluated. Some wells were sampled four times in the study

(quarterly for one year), while others were sampled only one or two times. The average concentration for

each well (regardless of the number of samples collected) was used to develop single 95UTL values for

the entire population of wells.

Laboratory Analytical Methods were Inconsistent and Quality Control was Inadequate – Several

concerns were noted with the laboratory analysis for CrT and Cr6, including potential quality control

issues with one of the two laboratories used during the study. Three different Environmental Protection

Agency (EPA) laboratory methods for Cr6 were used for the study (218.6, 7199, and 7196A), and the

varying methods could provide different results – especially at the low detection concentrations.

Areas thought to be Outside the Plume May Have Been Effected by Historic Pumping for

Agriculture – Groundwater affected by the chromium plume has historically been used to irrigate crops in

the Hinkley Valley, both by farmers in the past and by PG&E as part of the historic and current remedial

actions. There is a concern raised by reviewers that historic agricultural pumping by farmers in areas

outside the current plume boundary may have pulled the plume to these areas in the past.

Chromium Data Collected Since the Prior Background Study Report

The Hinkley Valley is approximately five and one-half (5.5) miles north to south, and three (3) miles east

to west at its widest point. With the installation and sampling of approximately 157 monitoring wells since

November 2008, PG&E has assessed chromium concentrations across the majority of the valley,

including wells at the far northern extent near Red Hill (where chromium concentrations exceed the

established maximum background values). If these established maximum background values are

accurate, and if one assumes that all detections above these values are attributable to PG&E’s chromium
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plume, then PG&E’s plume would essentially extend from the compressor station in the south to the

northern end of the valley.

However, there are lines of evidence suggesting that maximum background values for Cr6 and CrT could

be higher in some areas of the Hinkley Valley than the levels established in the 2007 background study.

These include:

 The absence of a south to north concentration gradient north of Thompson Road (i.e., wells

throughout the northern part of the basin contain similar chromium concentrations, rather than

decreasing concentrations in the downgradient direction);

 The tendency for Cr6 and CrT to be present at concentrations above established background

levels primarily in wells installed at or near the water table; and,

 The presence of chromium at concentrations above established background levels in at least one

domestic well (34-65) that is hydraulically upgradient of PG&E’s plume. Three samples collected

in 2011 from well 34-65 exhibited Cr6 concentrations above 3.1 µg/L. After thoroughly assessing

the potential for this well to be affected by the chromium plume, PG&E and the Water Board staff

concluded that it was infeasible for the plume to have migrated to this location (based on several

factors, including historic and current groundwater flow direction, and the projection of the

Lockhart Fault between the plume and the well).

Proposed Additional Evaluation of Background Chromium Conditions

This Work Plan proposes the collection and evaluation of additional data to further assess background

chromium concentrations in the groundwater of the Hinkley Valley. The scope of work proposed herein

expands upon the prior background study, and addresses the comments that were provided by the peer

reviewers.

The proposed scope consists of the installation and sampling of short screen monitoring wells in the

upper aquifer. New short-screened monitoring wells will be installed and sampled outside the boundaries

of PG&E’s chromium plume (as defined by the established background levels). Well locations will be

based upon a grid pattern. The number of locations for new wells will depend upon access, and is

estimated to be between 25 and 40. Considering multiple wells will be installed at most locations (each

screened in a discrete interval of the upper aquifer), the total number of new wells will likely be greater

than 50.

A select number of the new short-screen monitoring wells will be located in immediate proximity to long-

screen wells sampled during the prior background study. Sampling of both the new short-screen wells

and the existing long-screen wells sampled during the 2007 study will provide data to assess background

chromium concentration variability in the upper aquifer, and allow comparison with the findings of the prior

study.
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New monitoring wells will be sampled quarterly for at least one year (4 samples), with all wells sampled

an equal number of times and during the same quarters (i.e., sampling will generally not be initiated until

all the wells are in-place and ready for sampling). Using these new data, statistical analyses will be

performed with the objective of identifying 95UTL values for maximum background CrT and Cr6

concentrations. Average results will not be used as part of the statistical evaluation.

Schedule

Upon completion of the study, PG&E will prepare a technical report that presents the methods, data,

statistical analysis, and conclusions of the assessment. Considering the time required to complete

biological clearance and secure property access, install numerous new short-screened monitoring wells,

and collect at least four quarters of groundwater data, the timeframe to perform the study and prepare a

technical report will be at least two years. PG&E will provide semi-annual progress reports to the Water

Board, beginning 180 days following approval of this Work Plan. Each report will provide an update to the

schedule for completion of the study and submittal of a technical report.
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1.0 Introduction

On February 28, 2007, Pacific Gas and Electric Company (PG&E) submitted the Groundwater

Background Study Report, Hinkley Compressor Station, Hinkley, California (CH2M HILL, 2007). The

report concluded that the 95 percent upper tolerance limit (95UTL) concentrations for background (non-

PG&E plume) concentrations of total dissolved chromium (CrT) and hexavalent chromium (Cr6) in the

Hinkley Valley are 3.23 micrograms per liter (µg/L) and 3.09 µg/L, respectively. On November 18, 2008,

the Lahontan Regional Water Quality Control Board (Water Board) adopted amended Cleanup and

Abatement Order (CAO) No. R6V-2008-0002A1 requiring that the values of 3.2 µg/L for CrT and 3.1 µg/L

for Cr6 be used to represent maximum background chromium conditions in remedial evaluations for the

Site.

In 2011, Water Board staff provided the 2007 Background Study Report to three individuals for peer

review. In summary, the peer reviewers expressed concern regarding the methods and findings of the

study and suggested the established CrT and Cr6 background values may not be supported by the

technical data. In summary, the concerns included:

 Sampling was Performed Using Wells not Constructed for Discrete Sampling in the Upper

Aquifer – Data was collected for the study from long-screened domestic or agricultural wells, for

which in most cases PG&E does not have any documentation of well construction. Data

collected from these long-screened wells is not comparable to data collected from monitoring

wells installed by PG&E to evaluate the boundaries of the chromium plume, which have short-

screens (typically 10 to 20 feet) and do not penetrate multiple aquifers;

 The Spatial Distribution of Wells was Uneven – The background study relied on samples

collected from existing domestic and agricultural wells, many of which are clustered in specific

geographic areas. The clustering of wells in some areas, and the absence of wells in others, may

have resulted in spatial bias;

 The Statistical Analysis of Data was Inappropriate – Several issues were identified pertaining

to how the groundwater data was statistically evaluated. Wells were not sampled an equal

number of times; the average concentration for each well was used to develop single 95UTL

values;

 Laboratory Analytical Methods were Inconsistent and Quality Control was Inadequate –

There were potential quality control issues with one of the two laboratories used during the study,

and three different Environmental Protection Agency (EPA) laboratory methods for Cr6 were used

(218.6, 7199, and 7196A). The varying methods could provide different results – especially at the

low detection concentrations; and,
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 Areas thought to be Outside the Plume May Have Been Affected by Historic Pumping for

Agriculture – Groundwater affected by the chromium plume has historically been used to irrigate

crops in the Hinkley Valley, both by farmers in the past and by PG&E as part of the historic and

current remedial actions. There is a potential that historic agricultural pumping by farmers in

areas outside the current plume boundary may have pulled the plume to these areas in the past.

In response to the peer reviewer comments and in consideration of data collected since the 2007

Background Study Report was prepared, PG&E has prepared this Work Plan for Evaluation of

Background Chromium in the Groundwater of the Upper Aquifer in the Hinkley Valley (Work Plan). This

Work Plan proposes additional assessment to more thoroughly evaluate the background concentrations

of CrT and Cr6 in the Hinkley Valley. Background concentrations are defined here as any and all

chromium concentrations that are present in groundwater in the Hinkley Valley as a result of natural and

anthropogenic sources unrelated to releases from PG&E’s compressor station.

Figure 1 shows the site location. Figure 2 shows the site layout, including select monitoring well locations

and lines of geologic cross-section illustrated in this report. Table 1 lists the groundwater laboratory

analyses and methods that may be conducted during the investigation.

As discussed in Section 3, new short-screened monitoring wells will be installed and sampled at 25 to 40

locations outside the boundaries of the chromium plume as it is currently depicted using the established

background values. New monitoring wells will be sampled quarterly for at least one year (4 samples),

and data will be statistically evaluated. A select number of the short-screen wells will be placed in

immediate proximity to long screen wells sampled during the prior background study.

Section 4 discusses several factors to consider in assessing background chromium in the groundwater of

the upper aquifer in the Hinkley Valley. Items discussed in Section 4 are: (1) sediment mineralogy and

groundwater geochemistry; (2) tracers in groundwater, including chromium isotopes; and, (3) chromium at

the water table and the potential effects of unsaturated zone and capillary fringe pore water.
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2.0 Background Information

The following provides background information for the proposed scope of work.

2.1 GEOLOGIC AND HYDROLOGIC SETTING

The geologic and hydrologic conditions of the Hinkley Valley and surrounding areas likely have a

substantial effect on background chromium in groundwater. Several historic and recent reports submitted

to the Water Board by PG&E provide a discussion on the geologic and hydrologic setting for the Hinkley

Valley and surrounding areas. These reports include:

 Revised Background Study Work Plan (CH2M HILL, September 2004);

 Groundwater Background Study Report (CH2M HILL, February 2007);

 Feasibility Study and Remedial Action Plan (Haley and Aldrich, August 2010);

 Technical Report – Response to Investigation Order No. R6V-2011-0043 – Delineation of

Chromium in the Lower Aquifer (Stantec, August 2011);

 Technical Report – Response to Investigation Order No. R6V-2011-0043 – Delineation of

Chromium in the Upper Aquifer (Stantec, September 2011); and,

 Technical Memorandum – Update to Upper Aquifer Groundwater Investigation Activities (Stantec,

February 2012).

The documents prepared by Stantec in 2011 and 2012 present the findings of recent investigations

performed by PG&E. The following incorporates information from these documents, to provide a

comprehensive overview of the geologic and hydrologic setting as they relate to the studies proposed

herein.

2.1.1 Geology

Figure 3 illustrates the geology of the Hinkley Valley and surrounding areas as interpreted by others. The

Hinkley Valley is an alluvial basin bounded by mapped and/or inferred fault structures and bedrock

highlands. Exposed bedrock surrounding the Hinkley Valley includes:

 East – Mesozoic igneous and metamorphic rocks (primarily quartz diorite gneiss, quartz

monzonite/diorite, and latite/felsite) and Tertiary volcanic rocks (intrusive dacite and andesitic to

rhyolitic tuff breccia);
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 South – Tertiary sedimentary and volcanoclastic rocks;

 Southwest – Mesozoic diorite, gabbro, and older granitic and metamorphic rocks (gneiss, schist,

and marble); and,

 Northwest – Mesozoic quartz monzonite and quartz diorite gneiss.

The Lockhart Fault has been inferred by others to be present along the western margin of the valley, and

may be a bounding geologic structure for the Hinkley Valley basin. The Mt. General Fault has been

mapped by others along the eastern margin of the valley, and may also be a bounding geologic structure.

A generalized stratigraphic column for the geology of the Hinkley Valley is provided on Figure 4, including

descriptions of the various geologic units encountered during the most recent investigations by PG&E

(Stantec, 2011 and 2012). The study area includes the South Hinkley Valley Basin (SHVB) and the North

Hinkley Valley Basin (NHVB). The conceptual geographic boundary for these two basins is illustrated on

Figure 5.

2.1.1.1 Upper Aquifer Sediments

The following discusses the upper aquifer geologic units, from oldest to youngest (bottom to top of the

stratigraphic column – Figure 4). Geologic cross-sections along the north-south (A-A’) and east-west

(B-B’) axes of the valley are provided as Figures 6 and 7, respectively. The lines of section are shown on

Figure 2.

 Consolidated Bedrock (BDRK) – In some areas, the base of the upper aquifer is defined by

consolidated bedrock. A relatively thin layer of weathered bedrock materials (WBRK) is typically

found overlying the rock. The BDRK unit is the base of the upper aquifer where the Lower

Aquifer Confining Clay Layer (LA CCL) is absent. Bedrock encountered during PG&E

investigations is typically granite, diorite, gneiss, and silicic limestone. Other types of bedrock

encountered in the Hinkley Valley are discussed in Section 2.1.1 above, including volcanic rocks.

 Lower Aquifer Confining Clay Layer (LA CCL, the “Blue Clay”) – The base of the upper

aquifer is defined in most areas by the LA CCL, which was deposited in a shallow lacustrine

environment. In most areas, the clay was deposited directly on top of BDRK (or WBRK). In

some areas, sedimentary deposits are present beneath the LA CCL (lower aquifer sedimentary

deposits – LA SED).

 Upper Aquifer Lower Zone (A2 Zone) – The blue clay was eroded by streams that generally

trended from south to north as they flowed through the SHVB and into the NHVB. The streams

deposited sandy materials on top of the LA CCL, which are the sediments of the A2 zone. The

sandy materials are much thicker and coarser grained in some areas than in others.
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In the NHVB, the A2 zone is relatively thin, and is absent in some areas. A deeper unit consisting

of brown and red-brown clay with minor sand lenses and clasts of weathered bedrock is present

below the A2 sandy sediments (primarily in the NHVB). This unit is referred to herein as the A2

Deep Clay Unit (A2 DCU), and appears to reside directly over BDRK in most areas where the A2

DCU is present.

 Upper Aquifer Confining Clay Layer (UA CCL, the “Brown Clay”) – A second clay (UA CCL)

unit was deposited on top of the A2 zone sands, also likely in a lacustrine environment. The

bottom of the UA CCL defines the top of the A2 zone, and the top of the UA CCL defines the

base of the A1 zone (see below). Note that the thickness and topography reflect both the

deposition of the clay and the subsequent erosion that occurred during the deposition of the A1

sediments. The UA CCL is absent in some areas, and the A1 and A2 deposits may be in direct

contact.

 Upper Aquifer Shallow Zone (A1 Zone) – The UA CCL was subsequently eroded by streams,

similar to the depositional environment of the A2 zone. The streams that deposited A1 sediments

also generally trended from south to north, as they flowed through the SHVB and into the NHVB.

The primary route of the A1 zone streams appears to have been in the eastern part of the SHVB,

extending northward to the Gorman Agricultural Unit (AU) and through the bedrock choke point at

the north end of the SHVB. This is in contrast to the A2 sediments, which appear to have been

deposited primarily in the SHVB. The areas of thick A1 sediments coincide with thin UA CCL

sediments in this area.

In contrast to the A2 sediments, the streams that deposited the A1 sandy sediments appear to

have extended significantly northward into the NHVB. The current thickness of saturated A1

sandy sediments ranges from 30 to 50 feet in the central portion of the NHVB. When

groundwater levels were historically higher (20 to 30 feet higher in 1960 compared to current

levels), the A1 saturated sediments were upwards of 50 to 80 feet thick in some areas.

Where bedrock is relatively shallow, the UA CCL is not present and the UA has been separated

using the following nomenclature: a shallow (S) zone that is primarily silt and sand with some

clay, and a deeper (D) zone that is primarily silt and clay. Depending on location, these

sediments may have similar age to the A1 or A2 zones. Shallow bedrock is typically found near

the east, west, and north margins of the basin and at the boundary between the SHVB and NHVB

basins (at the “choke point” near the Desert View Dairy [DVD] and Gorman AU).

2.1.1.2 Lower Aquifer Sediments

The Lower Aquifer sediments are those unconsolidated materials below the LA CCL (Blue Clay) and

above the consolidated bedrock. PG&E has installed several monitoring wells into the lower aquifer, and

these investigations are documented in several reports, the most recent being the Technical Report –
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Response to Investigation Order No. R6V-2011-0043 – Delineation of Chromium in the Lower Aquifer

(Stantec, 2011).

In most areas where the lower aquifer has been investigated by PG&E, the materials are primarily WBRK

that immediately overlies the consolidated rock. The thickness of weathered rock varies from a few feet

to tens of feet. In some areas of the Hinkley Valley (primarily east of Summerset Road), the lower aquifer

is reported to include relatively thick sections of coarse-grained sediments (LA SED) that lie between the

overlying LA CCL and the consolidated rock.

2.1.2 Hydrology

The following provides a discussion of groundwater hydrology for the Hinkley Valley basin.

2.1.2.1 Regional Hydrology

As designated by the California Department of Water Resources (DWR), the Hinkley Valley lies within the

Harper Valley Groundwater Basin. The Harper Valley Basin is bounded: (1) to the east by non-water-

bearing rocks of Fremont Peak, Black Mountain, Gravel Hills, and the Mud Hills; and (2) to the west by a

combination of surface drainage divides; portions of the Harper, Kramer Hills, and Lockhart Faults; and

non-water-bearing rocks of the Kramer Hills and other low-lying basement hills (DWR, 2004). The Harper

Valley Groundwater Basin (Number 6-47) comprises approximately 410,000 acres or 640 square miles.

The United States Geological Survey (USGS) considers the entire Mojave River groundwater basin to be

a topographically closed basin that drains towards various playas (USGS, 2004). The primary source of

natural recharge to the basin is the Mojave River. The river contributes more than 80 percent of the

natural recharge to the basin. The climate of the Mojave Desert is typical of arid regions characterized by

low precipitation, low humidity, and high summer temperatures. As a result, there is essentially little to no

groundwater recharge from precipitation due to the high rate of evapotranspiration. The typical amount of

rainfall is approximately less than 5 inches per year, and the evaporation rates are approximately over

100 inches per year. In the vicinity of the site, the regional groundwater flow direction is to the north, from

the Mojave River towards Harper Lake.

2.1.2.2 Groundwater Occurrence and Flow

The depth-to-groundwater in the upper aquifer, as measured in the investigation wells installed by PG&E

throughout the Hinkley Valley, ranges from approximately 65 to 100 feet below ground surface (ft-bgs).

The saturated Upper Aquifer thickness ranges from approximately 15 feet where bedrock is relatively

shallow, to upwards of 100 feet thick where the top of the LA CCL is relatively deep (170 to 180 ft-bgs).
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The horizontal component of groundwater flow at the site is similar to the regional flow direction.

Groundwater in the Upper and Lower Aquifers generally flows in a north-northwesterly direction, from the

compressor station to the northern end of the Hinkley Valley. Horizontal gradients in the upper aquifer, in

the absence of pumping or injection, generally range from 0.002 to 0.004 feet per foot (ft/ft). Based on

tracer studies completed by PG&E as part of remedial activities, groundwater velocity (not influenced by

gradients induced by pumping or injection) ranges from approximately 1 to 3 feet per day.

Groundwater flow in the shallow and deep portions of the Upper Aquifer is shown on Figures 8 and 9,

respectively. Groundwater flow in both zones is influenced by PG&E’s remedial pumping at the DVD

Land Treatment Unit (LTU), and at several AUs located in the vicinity of the DVD LTU.

2.1.2.3 USGS Tritium Studies

The USGS has performed analysis of the tritium composition of water to evaluate sources and movement

of groundwater in the Mojave groundwater basin (USGS, 2004). The USGS considered groundwater

containing detectable tritium as water that recharged the aquifer after 1952. The compressor station is

located in an area with detectable tritium (see Figure 10), suggesting groundwater in this area is from

recent recharge along the Mojave River. The downgradient areas exhibit conditions of older groundwater

(where tritium was not detected).

2.1.3 Hydrologic Effects of Fault Structures

The Lockhart Fault is considered to be a partial barrier to groundwater flow, as discussed by Mendez and

Christensen (1997) in California’s groundwater Bulletin 118 (DWR, 2003). Figure 11 shows the mapped

and projected/inferred location of several fault structures, including the Lockhart Fault, which is a

northwest-trending, right-lateral, strike-slip fault. The Lockhart Fault and other strike-slip faults in the

Mojave River groundwater basin are described to be “…barriers or partial barriers to groundwater

flow…resulting in stair-step like drops in the water table across the fault zones,” (USGS, 2001).

The location of the Lockhart Fault is approximate and based on published reports (California Division of

Mines and Geology, 1994; USGS, 2001). The section of fault that is inferred or projected to be present in

the Hinkley Valley is estimated to be of Quaternary-age, with no evidence of historic or Holocene Fault

movement or surface offset within the study area (Jennings, 1994).

The Mt. General Fault is mapped and inferred in some areas to be located along the eastern flank of the

Hinkley Valley. To date, PG&E has not installed many monitor wells on the eastern side of the inferred or

mapped portions of the fault. The hydrologic effect of the fault on the saturated alluvial sediments, if any,

has not been fully assessed by PG&E.



WORK PLAN FOR EVALUATION OF BACKGROUND CHROMIUM IN THE GROUNDWATER OF THE
UPPER AQUIFER IN THE HINKLEY VALLEY, PACIFIC GAS AND ELECTRIC COMPANY, HINKLEY
CALIFORNIA
Background Information

February 22, 2012

i:\pg&e\hinkley\bg study wp feb 2012\bg study work plan\text\background study rpt_022212_fnl.docx 2-8

2.1.4 Historic Changes in Groundwater Levels

The Hinkley Valley lies within the Basin and Range groundwater system, which is naturally arid with high

evapotranspiration rates, such that little to no precipitation infiltrates to the water table. The dominant

natural hydrogeologic processes are recharge to the groundwater system from the Mojave River from the

south (upgradient), and groundwater flow towards Harper Lake in the north (downgradient) – where the

groundwater evaporates.

Historically, depth-to-groundwater in much of the valley was less than 60 feet. Groundwater flow has

been significantly influenced by groundwater withdrawals for irrigation (Durbin and Hardt, 1974).

Pumping, primarily for the irrigation of alfalfa, began in the early 1930s and peaked in the mid-1950s,

when about 278,000 acre-feet per year were extracted for irrigation. The irrigation pumping significantly

dewatered the shallow aquifer; water level changes from 1930 to 1970 were over 60 feet in the center of

the valley (DWR, 1967; Mojave Water Agency, 1983). Pumping included wells screened in the upper and

lower aquifers, and in some areas, wells were likely extended into the bedrock.

Water levels exhibited a significant downward trend from 1950 to at least 1970. These long-term trends

effectively reduced well yields. As a result, much of the irrigated land was abandoned during the next

three decades. In the early 1990s, only about 130,000 acre-feet per year were extracted for irrigation,

less than 50 percent of mid-1950s withdrawal rates.

In the 1990s several parties in the downstream areas of the Mojave River filed suit against several parties

in the upstream areas over declining groundwater levels in the downstream areas. The Mojave Water

Agency (MWA) took on the role of mediator, and eventually a Stipulated Agreement (Agreement) was

signed by most parties throughout the Mojave River watershed. The Agreement mandated reduced

annual pumping volumes throughout the basin. Since implementation of these efforts, coupled with

periodic discharges by the MWA of surface water from Silverwood Lake into various recharge basins (one

of the basins is located about one (1) mile southeast of the compressor station), groundwater levels have

risen approximately 5 to 15 feet in most parts of the Hinkley Valley.

2.2 2007 BACKGROUND STUDY

The 2007 background study consisted of a statistical analysis of chromium concentrations in groundwater

samples obtained from 48 long-screened private supply wells. Well construction information for these

wells was in many cases unavailable, as the information is private (CH2M HILL, 2007). The maximum

detected CrT value was 3.15 µg/L at well BGS-32. The maximum detected Cr6 value was 2.69 µg/L at

well BGS-47. The lowest chromium concentrations in the prior background study (several results were

below the laboratory method reporting limit) were typically observed in samples collected near the Mojave

River.
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Construction details and well logs were available for only 20 of the 48 wells that were sampled during the

study. The available information indicates that wells were often screened across both the Upper and

Lower Aquifers with well screens up to 320 feet long. It is likely some wells extend into BDRK. According

to the available logs, only four wells were screened exclusively across the Upper Aquifer.

In the Revised Background Chromium Study Work Plan, PG&E Compressor Station, Hinkley, California

(CH2M HILL, 2004), depth-specific groundwater sample collection was planned at up to 41 wells.

However, depth-specific groundwater samples were collected at only one well, located adjacent to the

Mojave River and south of the Hinkley Compressor Station. Lack of access for depth-discrete sampling

devices in private domestic wells identified for this activity prevented further sample collection.

The 2007 background study also included collection of groundwater samples for analysis of chromium

isotopes and various geochemical parameters, including base ions and cations. Neither the isotope nor

geochemical data conclusively demonstrated a clear correlation between any of these parameters and

background versus PG&E-related sources of chromium.

On October 14, 2011, the Water Board issued peer review comments on the 2007 Background Study

Report. The peer review was provided by three individuals: Dr. Yoram Rubin, a professor at University of

California Berkeley specializing in hydrogeology and geostatistics; James Jacobs, PG, CHG of the

Clearwater Group; and Dr. Stuart Nagourney, a chemistry professor at The College of New Jersey (Water

Board, 2011). The peer reviewer comments are summarized in Section 1 of this report. The comments,

along with PG&E’s responses, are provided in Appendix A. The scope of work proposed in this Work

Plan address the issues raised by the reviewers.

2.3 CHROMIUM STUDIES PERFORMED BY OTHERS

The following discusses chromium information that has been collected by others, including studies in the

Mojave River Basin. In summary, these studies indicate that Cr6 is present in groundwater of the Mojave

River Basin over a relatively wide range of concentrations. Table 2 provides a listing of references for

independent chromium studies, many of which were conducted in the western Mojave Desert. Table 2

also includes a summary of the findings of each study, and the CrT and/or Cr6 concentration(s) that were

reported.

Chromium is the seventeenth most abundant element in the earth’s crust (Hem, 1989) and occurs

naturally in groundwater in alluvial aquifers of the western part of the Mojave Desert (Ball and Izbicki,

2004), in the southwestern United States (Robertson, 1975, 1991), and in other parts of the United States

(Izbicki et al., 2008). Background chromium exists in the environment in several forms, most notably as

trivalent chromium (Cr3), which typically exists as a simple cation or as various hydroxide ions, and Cr6,

which typically exists as the chromate or dichromate oxide anions (Hem, 1989).
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Chromium concentrations exceeding the California maximum contaminant level (MCL) of 50 µg/L have

been reported to naturally occur in the groundwater of alkaline and oxic alluvial aquifers in the western

Mojave Desert, with lower concentrations found in less alkaline groundwater (Izbicki, 2008). Cr6 was

detected above 1 µg/L by California’s Department of Public Health in 3,156 out of 5,943 (about 53%) of

the potable water supply sources tested throughout California between 1997 and 2008 (SWRCB, 2009).

California water suppliers (including the Mojave Basin municipalities that manage drinking water) collect

samples from their systems and report results to their customers in annual water quality reports. Table 2

lists data from recent annual reports for municipalities throughout the western Mojave Desert. Because

there is no California MCL for Cr6 (only for CrT), some municipalities typically report results only for CrT,

and many municipalities do not regularly analyze for chromium. Some municipalities use laboratory

methods with reporting limits as high as 10 µg/L (City of Hesperia Water District, 2010).

Drinking water extracted from the upper and middle portions of the Mojave River Basin (generally Apple

Valley to Barstow) exhibits Cr6 in supply wells at levels higher than those encountered during the 2007

background study in Hinkley. Cr6 concentrations ranged up to 6.3 µg/L in the Apple Valley South system

(Golden State Water Company, 2010a-b) to 16.1 µg/L in Hesperia (City of Hesperia Water District, 2010).

Results of the drinking water supply reports listed in Table 2 are consistent with scientific studies

conducted by the USGS that have identified the presence of background Cr6 in the western Mojave

Desert (Ball and Izbicki, 2004; Izbicki et al., 2008; Izbicki, 2008; Nishikawa et al., 2004; Robertson, 1975

and 1991). A study of groundwater conducted by the USGS in 2008 to “…provide a spatially unbiased

assessment of the quality of untreated groundwater used for public water supplies within the Mojave

study unit…” found that Cr6 was detected in over half of the wells that were analyzed (15 out of 22) at

concentrations ranging from 1 to 16 µg/L (Schmitt et al., 2008).

2.4 CHROMIUM CONCENTRATIONS ABOVE ESTABLISHED BACKGROUND
LEVELS IN THE HINKLEY VALLEY

Three samples collected in 2011 from domestic well 34-65 exhibited chromium concentrations above the

background levels found in the 2007 study. After thoroughly assessing the potential for this well to be

affected by PG&E’s chromium plume, PG&E and the Water Board staff concluded that it was infeasible

for the plume to have migrated to this location (based on several factors including historic and current

groundwater flow direction, and the presence of the Lockhart Fault between the plume and the well).
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3.0 Collection and Analysis of Chromium Data from Short Screened
Wells

The purpose of the work scope proposed in Section 3 is to collect a sufficiently robust set of groundwater

samples, using new short-screened monitoring wells, to perform an appropriate statistical analysis on the

range and maximum expected values of background chromium concentrations of the upper aquifer.

The 2007 background study (CH2M HILL, 2007) utilized existing long-screened private domestic and

agricultural wells for the collection of groundwater samples. This approach was selected in lieu of

installing new short-screened monitoring wells, primarily in consideration of time and property access

constraints. The peer reviewers commented, and PG&E concurs, that the data collected from the long-

screened wells may not be fully representative of background chromium conditions in the upper aquifer in

the Hinkley Valley.

This work plan proposes the installation of short-screened monitoring wells on a gridded pattern in the

upper aquifer, for sampling and laboratory analysis. The proposed layout of wells addresses peer

reviewer comments regarding the need for data from short-screened monitoring wells rather than long-

screened wells, and the need for a more evenly spaced distribution of sample locations.

3.1 INSTALLATION OF SHORT SCREENED MONITORING WELLS

Figure 13 illustrates a grid of 32 conceptual locations where short-screened monitoring wells could be

installed for collection of new groundwater samples (one well location per grid). The grid size is one

square mile (a BLM Section). Grids were placed outside the existing boundaries of the chromium plume,

based on the established background values of 3.1 µg/L for Cr6 and 3.2 µg/L for CrT. Areas where

surface geologic information suggests saturated alluvium is not present (i.e., shallow bedrock) were not

included.

Monitoring wells are proposed as close as reasonably possible to the center point of each grid. Locations

may be adjusted within each grid in consideration of property access and other access limitations (such

as biologically or culturally sensitive areas). At a select number of locations, short-screen wells will be

installed in immediate proximity to long-screen wells that were sampled during the prior study.

Proposed monitoring well drilling and installation procedures are provided in Appendix B and summarized

as follows.

A borehole will be advanced at each well location to the total depth of the upper aquifer, to be defined by

the blue clay or bedrock – whichever is encountered first. The borehole will be continuously cored from

the water table (estimated at 65 to 75 ft-bgs) to total depth.
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A 4-inch-diameter polyvinyl chloride (PVC) monitoring well with 15-feet of screen length will be set at the

water table for each location. Additional two and one-half inch diameter PVC monitoring wells may be

installed at each location at depth in the upper aquifer (i.e., below the water table), depending upon the

thickness and nature of the encountered saturated alluvial sediments. The number of monitoring wells

installed by PG&E at each location during recent investigations has ranged from one (single 4-inch well

across the water table) to three (single 4-inch well across the water table, and two 2½- inch wells nested

in an adjacent borehole at depth within the upper aquifer). Up to 96 monitoring wells could be installed

under this element of the study, assuming up to three monitoring wells are installed at each location and

access is obtained for all 32 grids.

Following installation, the new monitoring wells will be developed, surveyed, and sampled. The

procedures for these activities are detailed in Appendix B, along with methods for the management of

investigations-derived materials (soils generated during drilling and groundwater generated during

development and sampling).

3.2 LABORATORY ANALYSIS OF GROUNDWATER SAMPLES

Groundwater samples will be collected from these new wells for Cr6 and CrT analysis using the methods

listed on Table 1. Select samples may also be analyzed for additional parameters, and these parameters

and the analytical methods are also listed on Table 1.

On December 29, 2011, the Water Board issued Investigation Order R6V-2011-0105. The Order

required submittal of technical information in response to several questions raised by the peer reviewers

with respect to the laboratory analyses used in the 2007 background study. The Order, and PG&E

responses submitted to the Water Board on January 20, 2011, are included with this report as

Appendix C. The laboratory analysis to be conducted as part of this proposed study will be conducted

consistent with this work plan and PG&E’s responses to the Order.

3.3 STATISTICAL ANALYSIS OF CHROMIUM DATA

A minimum of four quarterly sampling events will be conducted as part of the evaluations. In general,

sampling will not be initiated until all of the new wells are installed, so the sampling time frame and the

number of samples collected is the same for all the wells. For each event, the statistical methodology

proposed will be used to determine 95UTL values for CrT and Cr6 that are representative of each

sampling event. Multiple sample results from individual wells will not be averaged (as was done for the

2007 study).

3.3.1 J-Flag and Non-Detect Values

All J-flagged detections will be assumed to be quantitative, and the J-flag value will be used accordingly

in the statistical analysis of the data.
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If the chromium detection rate is 85 percent or greater for the entire data set during a single sampling

event, non-detect (ND) values will be substituted with half the detection limit. If the chromium detection

rate is 50 percent or greater, but less than 85 percent, then the ND values will not be used in the testing

for normality; rather, an adjustment will be applied to the sample mean and standard deviation using

Cohen’s Method (USEPA, 2009). If the chromium detection rate is less than 50 percent, then the data set

will be assumed to be non-normally distributed, and a non-parametric method will be used to compute the

95UTL.

3.3.2 Testing for Normality

The population distribution will be tested for normality if the chromium detection frequency is 50 percent

or greater. If the chromium detection frequency is between 50 percent and 85 percent, the population

distribution will be determined from the detections only. If the chromium detection frequency is 85

percent or greater, all of the data points will be used (ND values will be substituted with one-half the

detection limit.

The method for testing the data set for normality will be the Shapiro-Wilk test, as recommended by the

USEPA (2009, p.8-13). If the data are not found to be normally distributed, then a series of

transformations will be attempted until the data pass the normality test at 5 percent significance. The

series of transformations will be square root, cube root, and logarithmic in that order (Box and Cox, 1964).

In the event that none of the transformations lead to normally distributed data (that is, a data set that

passes the Shapiro-Wilk normality test), then a non-parametric method will be used.

3.3.3 Outliers

Following the establishment of normality (if normality is determined), a test will be run to identify statistical

outliers. If there are 25 data points or less, then Dixon’s test for outliers will be used (USEPA, 2009, p.12-

14). If there are more than 25 data points, then Rosner’s test for outliers will be used (USEPA, 2009,

p.12-14).

3.3.4 Calculation of the 95UTL Values

Once the questions of non-detections, outliers, and normality are resolved, the 95UTL will be computed.

95 UTL values will be determined with and without outliers in the data set, if present. If parametric

methods are justified, the UTL will be computed from the sample mean (x) and sample standard deviation

(s), using the formula:

UTL = x + s 

The tolerance factor  can be found on a table provided by the USEPA for the appropriate confidence

level and capture (95% and 95% in this case), and the sample size. If Cohen’s adjustment was needed,

then x and s will be the adjusted values. If transformations were required, then the UTL will be computed
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using the mean and standard deviation of the transformed data. The resulting UTL will be back-

transformed.

3.3.5 Evaluation of Multiple Data Populations

The new data set will be statistically evaluated to assess the potential for multiple populations of

chromium data. This effort will include a linear analysis, in which a change in slope of the chromium

concentrations suggests different data populations. If the analyses suggest multiple chromium data

populations are present, the data will be evaluated spatially to assess the potential for other lines of

evidence (such as location or geology,) that would provide a direct correlation with the observed

populations.
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4.0 Background Chromium in Groundwater

This section discusses several factors that will be considered when assessing background chromium

concentrations in the groundwater of the upper aquifer in the Hinkley Valley. Items discussed in Section

4 include:

1. Sediment mineralogy and groundwater geochemistry;

2. Tracers and chromium isotopes in groundwater; and,

3. Chromium concentrations at the water table, and the potential effects of unsaturated zone and

capillary fringe pore water.

4.1 MINERALOGY AND GROUNDWATER GEOCHEMISTRY

The following provides a discussion of mineralogical and groundwater geochemical factors that will be

considered during the study.

4.1.1 Mineralogy

The USGS conducted a geohydrochemical study in the southern portion of the western Mojave Desert

(Ball and Izbicki, 2004; Izbicki, et al., 2008) that investigated the relationship between the chromium

content of rocks and alluvial sediments with concentrations of CrT and Cr6 in groundwater. The

basement rocks in the Hinkley Valley contain various concentrations of mafic minerals (pyroxene,

amphibole, mica) that appear as dark grains in the rock and associated alluvium. In general, the

materials with higher mafic mineral content exhibit higher chromium concentrations. The chromium in

these minerals is predominantly in the trivalent state.

Manganese is also associated with the mafic minerals, and the weathered surface of rocks and minerals

typically contains secondary manganese oxide mineral coatings. Oxidation of Cr3 to Cr6 can occur when

water is in contact with these solids under oxic conditions. A slight amount of Cr3 is dissolved and

becomes oxidized on the surface of the manganese oxides, creating Cr6, while manganese is reduced

and partially dissolves. With the oxidizing of Cr3, more dissolution occurs at the mafic mineral surface

and the process continues, concentrating Cr6 in the surrounding water.

In the presence of manganese oxides, chromium-containing mafic minerals can produce natural Cr6 in

unsaturated zone pore water and groundwater. Analysis of the various geologic materials found in the

Hinkley Valley aquifer matrix may provide an improved understanding of the origin and distribution of

natural Cr6 in groundwater. The range of natural chromium sources and concentrations known to exist in

alluvial basin settings from other Mojave desert studies (Ball and Izbicki, 2004; Izbicki et al., 2008) can be

summarized as follows:
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 The highest chromium concentrations are generally found in basaltic, ultramafic and mafic rock debris

that contains chromite and relatively high mafic mineral content;

 Lower chromium concentrations are generally found in felsic rock debris (granitic, dioritic, and

associated source rocks);

 The lowest chromium concentrations are associated with highly weathered, non-mafic rocks, which

are often found in fluvial deposits; and,

 The chromium content tends to be higher in fine-grained sediment and soil than in coarser-grained

deposits.

The geologic conditions in the Hinkley Valley are complex, due to different bedrock types (source rock for

the aquifer alluvial materials), regional and local faulting, and the various geologic environments under

which the unconsolidated aquifer sediments were deposited. Bedrock in the Hinkley Valley provides the

source material for some of the unconsolidated alluvium through which groundwater flows. The majority

of bedrock in the valley is described as plutonic and metamorphic rocks (identified as bc, basement

complex, on Figure 3).

Where core holes have been drilled to bedrock by PG&E, the encountered materials have been described

primarily as granite, diorite, monzonite, and gneiss. Bedrock on the eastern side of Hinkley Valley, in the

area of Mount General, includes tertiary volcanic rocks (Tv on Figure 3). Granitic and metamorphic rocks

typically contain varying ranges of mafic minerals such as pyroxene, amphibole, and mica. Volcanic

rocks, such as basalt and andesite, can also contain an abundance of mafic minerals.

In addition to the bedrock, materials in the Hinkley Valley also include semi-consolidated sediments

typically referred to as “older sediments.” As shown on Figure 3, these older sedimentary materials on the

periphery of the PG&E chromium plume include older alluvium (Qoa), playa deposits (Qp), and old lake

and lakeshore deposits (Qol). As shown on Figure 3, the ancient shoreline of Harper Lake extends well

into the northern portion of the Hinkley Valley.

4.1.2 Groundwater Geochemistry

The presence of Cr6 in groundwater from natural sources is partly a function of groundwater

geochemistry. Hexavalent chromium requires oxic conditions to be stable in water. If conditions become

mildly reducing, Cr6 is readily reduced to relatively insoluble Cr3, which precipitates out of solution. There

is no single redox state of a solution, as many processes that influence redox occur simultaneously in

natural waters. Conditions to be considered include:

1) The presence of dissolved manganese and/or iron in groundwater is indicative of conditions

conducive to the reduction of Cr3 to Cr6;

2) The presence of total organic carbon in groundwater is indicative of the potential to reduce Cr6 and

other mineral species, usually by microbial assisted methods; and,

3) Redox conditions that are nitrate-reducing will not support the presence of Cr6. If nitrate is absent

and any or all of the other redox indicators are present, Cr6 would not be expected to persist.
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4.2 TRACERS (INCLUDING CHROMIUM ISOTOPES)

A “tracer” is any chemical constituent that provides an indication of the original source of, or geochemical

influence on, the groundwater sample. Tracers fall into the three broad categories: general chemical

parameters (major ions, total dissolved solid or TDS, and pH), conservative trace elements (for example,

boron or bromide), and stable isotopes (for example, 18O, 2H, 53Cr). It is possible that multiple lines of

evidence can be drawn from these parameters (in connection with geologic and hydraulic data) to

indicate a source of chromium in individual samples.

The two most abundant isotopes of chromium in nature are 52Cr (83.8 percent) and 53Cr (9.5 percent),

with the superscript indicating the atomic mass (Izbicki et al., 2008). Recent scientific literature has shown

that comparison of the relative amounts of these two isotopes in water samples can be useful in

distinguishing natural and anthropogenic sources of chromium (Ellis et al., 2002, 2004; Izbicki et al.,

2008). A water sample is prepared and analyzed with a mass spectrometer to measure the ratio of
53Cr/52Cr. This ratio is compared to the ratio reported for an international chromium standard, and the

difference in the sample ratio from the standard is reported in parts per thousand (ppt, equivalent to a

percent difference multiplied by 10) and expressed as δ53Cr. 

Natural chromium contained in solid mineral phases is in the form of Cr3, and has a δ53Cr of around 0

parts per thousand (ppt). When this chromium is released by weathering and oxidized to Cr6 in solution,

the δ53Cr is still 0 ppt. However, when the water containing Cr6 flows through a groundwater system, a

portion of the Cr6 is reduced back to Cr3. Because the lighter 52Cr is more easily reduced, the remaining

Cr6 in the groundwater becomes slightly enriched in 53Cr along the flow path, and this mechanism

increases the δ53Cr value above 0 ppt. This process of reactions favoring one isotope over another is

known as isotopic fractionation. The more partial the reduction occurs, the higher the δ53Cr value is

expected. Reported values for δ53Cr in Mojave Desert samples have been observed as high as 5.1 ppt

(Izbicki et al., 2008).

Anthropogenic Cr6 in the form of chromate solution has a δ53Cr value of around 0 ppt, similar to natural

mineral sources. Plume samples by definition have chromium elevated above background

concentrations, such that the relative amount of Cr6 reduction is smaller than what occurs with natural

concentrations in groundwater. In other words, the higher concentrations of Cr6 in the plume tend to

overwhelm and mask the small degree of isotopic fractionation that occurs due to the propensity of 52Cr to

be chemically reduced to Cr3. As a result, plume δ53Cr values tend to be lower than those observed in

natural groundwater.

4.2.1 Previous Results for Isotopic analysis

The first set of Hinkley chromium isotope data was collected by the USGS in 2006, and has since been

submitted for publication (Izbicki et al., 2011). The data are illustrated on Figure 14. The study identified

10 wells within the plume area.   Cr6 concentrations ranged from 15.4 to 2,660 µg/L, and δ53Cr signatures

were measured at 0 to 1.9 ppt. Samples from three wells that were defined as outside the plume
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exhibited Cr6 concentrations from 0.8 to 3.7 µg/L, and δ53Cr signatures ranging from 2.7 to 4.1 ppt (at that

time, the interim maximum Cr6 background value was 4.0 µg/L).

The isotope data generally support the hypothesis that natural Cr6 has a higher isotopic signature than

anthropogenic sources, due to its greater degree of partial reduction.  Within the plume, the δ53Cr values

generally increased northward, consistent with observed decreasing Cr6 concentrations. The authors

pointed out that the data do not follow the same pattern of fractionation observed in laboratory-controlled

reduction experiments (Ellis et al., 2002 and 2004), and offered that the data suggested a combination of

reduction and mixing with low-Cr groundwater (i.e., dilution). The results were not conclusive at the

relatively low chromium concentrations that are considered to be in the likely range of background

conditions for the Hinkley Valley. The USGS concluded that additional samples in the Cr6 concentration

range of ND to 5 µg/L would be needed to improve resolution of the data interpretations at these low

chromium levels.

Additional data were collected by PG&E between 2008 and 2011, primarily in areas east and north of the

DVD, where Cr6 is detected at relatively low concentrations. The previous and new data are shown

together on Figure 15.

Some sample results suggest a source(s) of Cr6 other than the PG&E plume. For example, samples

from wells MW-96S, MW-97S, and MW-97D have lower δ53Cr values than other nearby wells, suggesting

that chromium in these samples may be derived from source rocks to the east (Note: Cr6 results for these

three wells are less than 3.1 µg/L). These three (3) wells are located close to a bedrock outcrop. The

lower δ53Cr values suggest the bedrock may be contributing Cr6. The differences noted in the three (3)

samples as compared to other samples suggest that chromium isotopes may be useful in the

differentiation of chromium from different sources.

4.2.2 Other Natural Tracers

There are several naturally occurring parameters that could provide an indication of groundwater origin

and/or flow path. One of these parameters alone may not fully elucidate origin or flow path, but multiple

parameters could provide helpful insight to assist in the overall evaluation of correlations between local

conditions and background chromium in groundwater.

Oxygen and Hydrogen - In addition to chromium isotopes, stable isotopes of oxygen (18O) and hydrogen

(2H, also known as deuterium) together can prove valuable as a tracer for identifying waters by their

historic flow paths (such as groundwater that has been subject to partial evaporation). The data

illustrated in Figure 16 suggest that waters were derived from different sources, possibly including

agricultural irrigation. Combined with the chromium isotope data, along with other geochemical data such

as general minerals (see below), 18O and deuterium may help to distinguish water types.

Boron – This parameter is a conservative element found in nearly all natural waters. Under normal pH

range (up to pH 10), boron exists in solution as an uncharged ion (H3BO3
0), and is not prone to adsorption
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like many charged species. With its high solubility, boron moves conservatively through groundwater

systems, similar to 18O and deuterium, and therefore its concentration can be tied to water sources and

potential water mixing.

Dissolved Silica – This parameter (expressed as SiO2 in laboratory reports) is a neutral ion over nearly

the entire pH spectrum (in the form of H4SiO4
0). Though there are limits on its solubility, silica can be

useful in identifying and verifying different sources of water in mixed geologic systems.

General Minerals - The general mineral “fingerprint” of groundwater can be used, when combined with

other more specific tracers, to assess different origins and flow paths of waters. Data evaluation tools

such as Piper and Stiff Diagrams can be used to assess the potential for distinct populations, including

mixing of groundwater from different recharge areas.

4.3 CHROMIUM CONCENTRATIONS AT THE WATER TABLE

Dissolved natural Cr6 concentrations in groundwater have been observed in the Mojave Desert (Ball and

Izbicki, 2004; Izbicki et al., 2008; and Izbicki, 2008), in the Paradise Valley near Phoenix, Arizona

(Robertson, 1975), and in arid basins elsewhere in the Southwestern United States (Robertson, 1991). In

the western Mojave Desert, background Cr6 concentrations have been observed to vary with depth, with

generally higher concentrations found at the water table and decreasing concentrations (often to below

detection limits) encountered at greater depths.

Figure 17 (from Izbicki 2008) illustrates the vertical profiles for background chromium along with other

constituents in water obtained from core samples from the western Mojave Desert. In the Izbicki study,

the highest concentrations of Cr6, specific conductance, and certain trace metals occurred either just

above or at the water table. The authors cited the leaching of background Cr6 from unsaturated zone soil

by infiltration (from agricultural irrigation) as the likely mechanism for the higher Cr6 concentrations

observed at the water table. Deeper in the saturated zone, the Cr6 concentrations were observed to

decrease, as the water became less affected by agricultural practices, and was less oxic (Izbicki et al.,

2008).

A later study conducted by the USGS and funded by the Water Board, specifically focused on the source

of Cr6 in shallow water table wells near El Mirage in the Mojave Desert (Izbicki et al., 2008). In the study,

authors suggested that high-nitrate concentrations in dairy wastewater may interfere with the bacterially

mediated reduction of Cr6 to Cr3, thereby allowing chromium in the form of Cr6 to move through the

unsaturated zone to the water table.

These USGS studies have important implications for the interpretation of Cr6 data from the Hinkley site.

In areas where irrigation has been conducted, the upper aquifer could exhibit higher concentrations of

Cr6 associated with the infiltration of irrigation water from agriculture irrigation, as noted by the USGS

(Izbicki et al., 2008). Wells screened deeper in the upper aquifer may have lower concentrations of Cr6,
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because these portions of the aquifer have less influence from irrigation water, and/or due to the

presence of reducing conditions.
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5.0 Schedule

PG&E is prepared to initiate the work scope detailed in this Work Plan within 90 days of receiving written

approval from the Water Board to proceed. Upon completion of the study, PG&E will prepare a technical

report that presents the methods, data, statistical analysis, and conclusions of the assessment.

Considering the time required to obtain biological clearances and secure property access, install

numerous new short screen monitoring wells, and collect at least four quarters of groundwater data, the

timeframe to complete the study and prepare a technical report will be at least 2 years. PG&E will

provide semi-annual progress reports to the Water Board beginning 180 days following approval of this

Work Plan. Each report will provide an update to the schedule for completion of the study and submittal

of a technical report.
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Analyte Laboratory Analytical Method

Na SW 846 Method 6010B or C
K SW 846 Method 6010B or C

Ca SW 846 Method 6010B or C
Mg SW 846 Method 6010B or C
Fe SW 846 Method 6010B or C
Mn SW 846 Method 6020A

NH3 SM1 4500-NH3

NO3 USEPA Method 300.0

TKN SM1 4500-Norg B

Cl USEPA Method 300.0

Alkalinity SM
1

2320 B

SO4 USEPA Method 300.0

SiO2 SM1 4500-Si C or D

TDS SM1 2540 C

TOC SM1 5310

PO4 SM1 4500-P E or F

d53Cr SW846 6800 or equivalent

d18O CF-IRMS

d2H CF-IRMS

B SW 846 Method 6020A

Title 22 Suite (includes CrT) SW 846 6010B or C, 6020A, 7470 (Title 22 Metals incl. CrT)

Cr(VI) USEPA Method 218.6 (Cr6)
1SM - Standard Methods 18th, 19th, or 20th edition

GROUNDWATER ANALYTES

Table 1
Proposed Laboratory Analysis Methods

Pacific Gas and Electric Company - Hinkley Chromium Remediation Project
Hinkley, California

General Chemistry

Natural Tracers

Metals



Study/Report

Naturally

Occurring Total

Chromium (µg/L)

Naturally

Occurring

Hexavalent

Chromium (µg/L)

Description

aUSGS Western Mojave Desert NM
Cr6 Range = ND to 61

µg/L

Approximately 200 wells were sampled. In addition, depth discrete samples were collected, which indicated that Cr6 concentrations could vary from <0.1 to 36 µg/L in a single well due to variable

redox conditions. Cr6 concentrations were low near mountain recharge areas where pH values were neutral and low in discharge areas where there was low dissolved oxygen. The highest Cr6

concentrations (up to 61 µg/L) were reported for wells completed within alluvium derived from mafic rocks, with lower concentrations (up to 36 µg/L) reported for alluvium derived from less mafic

granitic, volcanic and metamorphic rocks.

bUSGS Western Mojave Desert,

Sheep Creek Fan and Surprise

Springs Area

NM
Cr6 Range = 0.2 to 60

µg/L

Results for 157 public supply, irrigation and observation wells in the Western part of the Mojave desert were included. Cr6 did not exceed 5 µg/L at pH < 7.5 in any geologic conditions. Cr6 range

for all wells was 0.2 - 60 µg/L. Study indicated that majority of chromium detected was in the form of Cr6. Cr6 distribution in soil samples was found to be greatest above and near the water table,

and concentrations rapidly decreased with depth. This observation was supported with chromium groundwater sample results.

cADEQ Sacramento Valley

Arizona Study

Confidence Interval

Range of 1 to 83 µg/L
NM

Regional Arizona Department of Environmental Quality (ADEQ) groundwater study of basin in NW Arizona (immediately east of the Mojave Basin) comprising 1,500 square miles east of the

Colorado River. The upper 95% confidence interval for CrT was 83 µg/L, and the lower 95% confidence interval for CrT was 1 µg/L.

dUSGS Regional Aquifer System

Analysis Program

CrT Range = ND to

300 µg/L
NM

436 samples were collected from 72 basins in central and southern Arizona, southeastern California and Nevada, and western New Mexico. Results for 5 percent of samples collected were

greater than 50 µg/L. Range in CrT concentrations was 0 to 300 µg/L, standard deviation = 30.7 µg/L.

eCA State Water Resources

Control Board, GAMA Program
NM

53% of wells >

than 1.0

California Department of Health Services data for 1997-2008 were evaluated. 3,156 out of 5,943 tested public water wells (active and standby) throughout CA have detected Cr6 at concentrations

greater than the laboratory reporting limit of 1 µg/L. Los Angeles, San Bernardino, and Fresno counties had the highest number of detections greater than 1 µg/L.

fJoshua Tree and Copper

Mountain Groundwater Sub-

Basins, San Bernardino County

NM
Cr6 Range = 0.6 to 36.6

µg/L
Cr6 concentrations for 6 wells (23 samples total) ranged from 0.6 to 36.6 µg/L, with a median of 13.1 µg/L.

gCadiz and Fenner Valleys,

Mojave Desert (south eastern CA)
NM

Cr6 Range = 15 to 26

µg/L
Chromium concentrations were generally uniform throughout study area, indicating that Cr6 was naturally occurring.

Table 2
Published Studies by Others

Pacific Gas and Electric Company - Hinkley Chromium Remediation Project
Hinkley, California

Page 1



Study/Report

Naturally

Occurring Total

Chromium (µg/L)

Naturally

Occurring

Hexavalent

Chromium (µg/L)

Description

Table 2
Published Studies by Others
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Los Angeles Waterworks, District

No. 40 Antelope Valley, 2009

Annual Water Quality Report

NM
Cr6 Range = ND to 12.1

µg/L
Public water supply system. Range in Cr6 concentrations was ND to 12.1 µg/L.

hTwentynine Palms Water District NM
Cr6 Range = ND to 29

µg/L
Public water supply system. Range in Cr6 concentrations was ND to 29 µg/L.

iGolden State Water Company,

Barstow
NM

Cr6 Range = ND to 1.1

µg/L
Public water supply system. Range in concentrations was ND to 1.1 µg/L in 2006 samples reported in 2008. 2010 report did not include data for Cr6 or CrT.

jGolden State Water Company,

Victorville Desert View Water

System

NM
Cr6 Range = 5.0 to 5.1

µg/L
Public water supply system. Range in concentrations was 5.0 to 5.1 µg/L.

kGolden State Water Company,

Victorville Apple Valley South

Water System

NM
Cr6 Range = ND to 6.3

µg/L
Public water supply system. Range in concentrations ND to 6.3 µg/L.

lGolden State Water Company,

Lucerne Water System
NM

Cr6 Range = ND to 4.6

µg/L
Public water supply system. Range in concentrations ND to 4.6 µg/L.

City of Hesperia Water District,

2009 Consumer Confidence

Report

NM
Cr6 Range = ND to 19

µg/L
Public water supply system. Range in concentrations ND to 19 µg/L. Laboratory reporting limit of 10 µg/L. Range in 2008 report concentrations was ND to 16.1 µg/L.

2009 Summary of Water Quality

Data Rosamond Community

Services District Water System

NM Cr6 Mean = 9.0 µg/L Public water supply system. No range reported. 2008 report indicated a mean of 9.0 µg/L, based on samples from 2006.
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mVictorville Water District NM
Cr6 Range = ND to 9.3

µg/L
Public water supply system. Range in concentrations ND to 9.3 µg/L.

nTopock Background Study CrT Mean = 9.37 Cr6 Mean = 7.8

nTopock Background Study, UTL CrT UTL = 34.1 Cr6 UTL = 31.8

References:
a

Ball James W., and Izbiki, J.A., 2004. Occurrence of Hexavalent Chromium in Groundwater in the Western Mojave Desert, California
b

Izbiki, James A., Ball, James W., Bullen, Thomas, D., Sutley, Stephen J. Sutley. 2008. Chromium, Chromium Isotopes, and Selected Trace Elements, Western Mojave Desert, USA
c

Arizona Department of Environmental Quality (ADEQ) Open File Report June 2001. Ambient Groundwater Quality of the Sacramento Valley Basin: A 1999 Baseline Study
d

Robertson, Frederick N. 1991. Geochemistry of Ground Water in Alluvial Basins of Arizona, and Adjacent Parts of Nevada, New Mexico, and California. U.S. Geological Survey Professional Paper 1406-C.
e

State Water Resources Control Board Division of Water Quality GAMA Program. September 2009. Groundwater Information Sheet Chromium VI.
f
Evaluation of Geohydraulic Framework, Recharge Estimates, and Ground-Water Flow of the Joshua Tree Area, San Bernardino County, California. 2004. Nishikawa, Tracy., Izbiki, John A., Hevesi, Joesph A., Stamos, Christina L., and Martin, Peter.

g
Metropolitan Water District of Southern California (MWD) and Bureau of Land Management. 2001. Cadiz Groundwater Storage and Dry-Year Supply Program, Final EIR/EIS response to Comments.

h
Twentynine Palms Water District. 2010. June 2009 Consumer Confidence Report. June

I
Golden State Water Company. 2008 and 2010. Water Quality Report. Barstow Water System.

j
Golden State Water Company. 2010. Water Quality Report. Desert View Water System.

k
Golden State Water Company. 2010. Water Quality Report. Apple Valley South Water System.

l
Golden State Water Company. 2010. Water Quality Report. Lucerne Water System.
m

Victorville Water District June 2011, The Water Resource 2010 Consumer Confidence Report
nCH2M HILL, 2007. Groundwater Background Study, Steps 3 and 4: Final Report of Results PG&E Topock Compressor Station, Needles, California

Abbreviations:
µg/L = micro-grams per liter
CrT = total chromium, dissolved
Cr6 = hexavalent chromium, dissolved
ND = not detected at laboratory reporting limits
NM = not measured
UTL= upper tolerance limit
USGS = United States Geological Survey

Six sampling events (25 wells) were used to develop background concentrations from mostly long screened supply wells in the greater Topock area. Fluvial materials were commonly associated

with reducing conditions and low to non-detect chromium concentrations, therefore the UTLs may be conservatively low for wells screened in the alluvial aquifer under oxic conditions.
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