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On September 13, 2017, the USGS2 provided a briefing to the Technical Working Group (TWG) on their interpretation on 
the core materials collected from PG&E’s monitoring well installations. This interpretation will provide a better 
understanding of how groundwater flows throughout the Hinkley Valley.  

1 The Independent Review Panel (IRP) Manager is a resource for the Hinkley Community that provides explanations and answers to Community questions regarding PG&E’s Hinkley Cr(VI) Remediation Program. 
2 USGS: United States Geological Survey. 
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On September 13, 2017, the Technical Working Group (TWG) met at the IRP Manager’s Office in Hinkley to 

discuss the progress of the USGS Cr(VI) Background Study. The TWG consists of members from the community, 

USGS, Lahontan Regional Water Board, PG&E and the IRP Manager. The USGS Cr(VI) Background Study will 

determine the natural Cr(VI) levels in groundwater in the Hinkley Valley and is anticipated to be completed at 

the end of 2019/early 2020.  

The image above shows Dr. John Izbicki and Dr. Dave Miller of the USGS at the PG&E Core library briefing the 

TWG on the core material they studied as part of the USGS Cr(VI) Background Study. Core material is soil that 

is collected at different depths when PG&E drills a monitoring well. This core material is used to identify the 

type of soil and how groundwater flows through the soil at that particular depth. This information will help 

USGS understand how groundwater flows through the Hinkley Valley and will be included in the final report. 

Technical Working Group (TWG) met on September 13 to 
Discuss the Progress of the USGS2 Cr(VI) Background Study 

Update on the Cr(VI) Maximum 
Contaminant Level (MCL)  
In 2014, California State Water Resources Control 

Board (SWRCB) established a Maximum Contaminant 

Level (MCL) for Cr(VI) at 10 parts per billion or ppb. 

MCLs are standards that are set by State of California 

(SWRCB) or the federal government (US EPA) for 

drinking water quality. An MCL is the legal level limit 

on the amount a chemical [e.g. Cr(VI)] that is allowed 

in public water systems under the Safe Drinking 

Water Act. Recently (August 2017), as a result of 

legal action (many municipalities citing the increase 

in costs in order to meet this Cr(VI) level), this MCL 

was withdrawn by SWRCB. Until a revised MCL is 

adopted by SWRCB, the total chromium MCL 

(currently 50 parts per billion) will be used as the 

drinking water standard. For additional information 

can be obtained from the following link: 

http://www.waterboards.ca.gov/gama/docs/coc_hex

chromcr6.pdf  

After reviewing the core materials at PG&E’s Core 

library, the USGS provided a progress update on the 

USGS Cr(VI) Background Study to the TWG at the IRP 

Manager’s Office. The two main items discussed during 

the meeting were (1) the review and completion of the 

interim report and (2) the progress of Task 8. The 

Interim Report will be available to the public later this 

year and will outline the USGS approach to estimate 

the natural Cr(VI) level or levels throughout the Hinkley 

Valley. Task 8 is the controlled study in a laboratory 

Dr. John Izbicki of the USGS discussing the progress 
of the USGS Cr(VI) Background Study with the TWG 
at the IRP Manager’s Office. 

setting to investigate whether Cr(III) could revert back to Cr(VI) when the In-Situ Reactive Zone (IRZ) treatment 

process is turned off. See the FAQ section in this newsletter for further information about the IRZs. Task 8 was 

one of the items community members requested from USGS to include as part of the study. Task 8 is currently 

being conducted at the USGS facility in Menlo Park. Task 8 is scheduled to be completed by the end of 2018.  
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1. Ethanol (Low concentration of alcohol similar to beer 
or wine) is diluted with water and injected into the 
core of the Cr(VI) Plume 

2. Ethanol enhances the conversion of Cr(VI) in the 
subsurface 

3. Cr(VI) is converted to Cr(III) through a controlled 
chemical reaction 

4. Cr(III) is removed from groundwater as it attaches to 
the soil surface 
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Frequently Asked Questions: What is the 
In-Situ Reactive Zone (IRZ) Treatment System? 

The IRZ is a groundwater treatment 
system that uses low concentrations of 
ethanol to convert Cr(VI) to Cr(III). 

Below is a diagram illustrating how the 
IRZ Treatment System works. 
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Source: Third Quarter 2016 Former Waste Pit Groundwater Monitoring Report and Grab Groundwater Investigation Results, Hinkley, California, WDID No. 6B361403001 
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The IRP Manager frequently updates the IRP website 
dedicated to the Hinkley remediation. For more up-to-
date information, please contact the IRP Manager’s 
office or visit the website at 
www.HinkleyGroundwater.com.If you would like to 
speak with the IRP Manager’s staff, schedule a meeting, 
or suggest input on the newsletter, please contact Dr. 
Raudel Sanchez at (714) 388-1800, or email at 
rsanchez@projectnavigator.com. Locally, Margaret 
DeAngelis at mdeangelis@projectnavigator.com is also 
available to provide advice. You can also contact 
Community member Roger Killian at 
acgeneratorservice@verizon.net. 

Contact Information 

Who is the IRP Manager? 
Project Navigator, Ltd. (PNL) was selected in 2012 as 
the Independent Review Panel (IRP) Manager by the 
Hinkley Community Advisory Committee (CAC).  

PNL is a project management company based in Brea, 
CA, known for its expertise in advising on complex, 
long-term environmental remediation projects. PNL 
also specializes in converting complex technical 
information into easy-to-understand visuals that can 
enhance communication. 

The IRP Manager’s Scope of Work (SOW) is detailed 
in the Water Board November 4, 2015, Cleanup and 
Abatement Order (CAO). Tasks include the following: 

• Reviews all technical documentation regarding 
PG&E’s Cr(VI) Groundwater Remediation Program 

• Provides comments and feedback to the Water 
Board regarding key reports and Water Board’s 
orders 

• Participates in the planning and implementation of 
the USGS Cr(VI) Background Study 

• Performs outreach to Hinkley residents to explain 
the different parts of PG&E’s Cr(VI) Groundwater 
Remediation Program (via office hours, quarterly 
monthly meetings, website, and newsletters) 

• This Newsletter is being issued in the spirit of 
helping fulfill the above technical outreach 
commitment. 

Important Upcoming Dates 

Dec 21: 5:00 PM – 7:00 PM 

 End of the Year Workshop at IRP 
Manager’s Office 

Jan 25: 6:30 PM – 8:00 PM 
Quarterly Hinkley Community Meeting 
at Hinkley Community & Senior Center 

IRP Manager’s Office Hours 
36236 Serra Rd. Hinkley, CA 92347 

Nov 11: 8:00 AM – 10:00 AM 

 at Hinkley Community &  
Senior Center 

Nov 16:  5:00 PM – 8:00 PM 

Dec 7: 5:00 PM – 8:00 PM 

 

1 The Independent Review Panel (IRP) Manager is a resource for the Hinkley Community that provides explanations and answers to Community questions regarding PG&E’s Hinkley Cr(VI) Remediation Program. 

Interesting Historical Facts about Hinkley.  

Excerpts taken from the book: “A Railroader’s Family Life in the Mojave Desert,” written by Ruben “Benny” 
Arredando. 

A great book by Ruben Arredando depicting his family history in the Mojave Desert. Among other places,  
Mr. Arredando describes life in Hinkley and Barstow back in the 1920’s to the post World War II era.  

The Great Flood of 1938 

 “The rains began around the sixth of March in 1938. They slowly increased, stopped for one or two days, then 
started up again. Slowly the Mojave Desert began to get good and wet, and in about four or five days the upper 
Mojave River started flowing into the High Desert past Victorville and on to Barstow and Newberry.” 

“During the flood of 1938, the northern area of Barstow – north of the railroad yards and depot and Fred 
Harvey House – remained under water for a number of days. The flood was especially bad along Crooks and 
Pierce avenues and the area along old Highway 91 where there were several motels or auto courts. The area 
northwest of the river bridge, between Buzzard Rock and where Highway 91 began at the stop sign on the 
corner of Irwin Road and old Highway 466, was pretty much also under water. Part of the Mojave River split a 
short distance west of Buzzard Rock, went north of Highway 91, then went back to its regular channel. The 
surrounded area was isolated for a number of days.” 

“The Mojave River in some places was almost a half a mile wide, especially in the lower-lying areas west and 
east of Barstow. The area west of the corner stop sign and light where the hills are, right next to the old parts of 
Highway 466 and 58, had water at least five feet deep. There were a number of homes near the Ramirez 
Ranch, the large dairy at the east end of Community Boulevard, and as far west as Dixie Road, that got flooded 
and had water damage to their homes.” 

“The flood of 1938 took its toll in Barstow and Hinkley, especially for those living near the Mojave River.” 

“The people in Hinkley could not get to Barstow for a week or so. Travelers on Highways 66 and 91 were stuck 
in Barstow for three or four days. The motels and auto courts were filled and all the cafes in Barstow did a 
thriving business.” 

“Hinkley accumulated several pools of water in the lower area south of the railroad beds toward Dixie and 
Barstow.” 

“The flood of 1938 was tragic to those people in Daggett, Barstow, and Hinkley whose homes and other 
dwellings were so flooded and damaged that they were uninhabitable for weeks or longer. According to the 
book Once Upon a Desert by Beth Pinnell, government records indicate that water measured at the Mojave 
River forks in the 1938 flood was considerably less than the floods of 1921-22 and 1968-69 but, in any event, 
the flood of 1938 had a large impact on the history of Barstow and surrounding areas. Barstow was particularly 
impacted because it was larger and becoming an important railroad and highway junction, as well as the 
gateway to the metropolitan areas of Los Angeles and Orange County.”  

Interesting Historical Facts about Hinkley 
by Margaret DeAngelis 

The great flood of 1938. Barstow. Looking west from Buzzard Rock. Photo courtesy of the Mojave River Valley Museum. 
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El 13 de septiembre de 2017, el USGS brindó una sesión de información al Grupo de Trabajo Técnico (TWG) sobre su 
interpretación en los materiales centrales de las ubicaciones de los pozos de monitoreo de PG&E. Esta interpretación 
proporcionará una mejor comprensión de cómo fluye el agua subterránea en todo el valle de Hinkley. 

El 13 de septiembre de 2017, el Grupo de Trabajo Técnico (TWG) se reunió en la Oficina del Gerente del IRP en 

Hinkley para analizar el progreso del Estudio de Antecedentes del Cr (VI) del USGS. El TWG está compuesto por 

miembros de la comunidad, USGS, La Junta de Agua, PG&E y el Gerente de IRP . El estudio de antecedentes del 

USGS determinará los niveles naturales de Cr (VI) en aguas subterráneas en Hinkley y se prevé que se complete a 

finales de 2019 / principios de 2020.  

La imagen de arriba muestra al Dr. John Izbicki y al Dr. Dave Miller del USGS en la “PG&E Core Library” 

proporcionando una sesión informativa para el TWG sobre el material básico que han estudiado como parte del 

estudio. El material del núcleo es el suelo que se recolecta a diferentes profundidades cuando PG&E perfora un 

pozo de monitoreo. Este material central se usa para identificar el tipo de suelo y cómo el agua subterránea fluye a 

través del suelo. Esta información ayudará al USGS a comprender cómo fluye el agua subterránea a través del Valle 

de Hinkley y se incluirá en el informe final. 

El Grupo de Trabajo Técnico (TWG) se Reunió el 13 de septiembre Para 
Discutir el Progreso del Estudio de Antecedentes del Cr (VI) del USGS.  

Actualización Sobre el Nivel Máximo de 
Contaminante (MCL) de Cr (VI) 
En 2014, la Junta de Control de Recursos Hídricos del 

Estado de California (SWRCB) estableció un Nivel 

Máximo de Contaminante (MCL) para el Cr(VI) a 10 

partes por mil milliones o ppb. Los MCL son estándares 

establecidos por el Estado de California (SWRCB) o el 

gobierno federal (US EPA) para la calidad del agua 

potable. Un MCL es el límite de nivel legal sobre la 

cantidad de una sustancia química (por ejemplo, Cr [VI]) 

permitida en los sistemas de agua públicos en virtud de 

la Ley de Agua Potable Segura. Recientemente (agosto 

de 2017), como resultado de acciones legales (muchos 

municipios citan los costos de tener que cumplir con 

este nivel Cr (VI)), este MCL fue retirado por SWRCB. 

Hasta que el SWRCB adopte un MCL revisado, el MCL 

total de cromo (actualmente 50 ppb) se usará como 

estándar de agua potable. Para obtener información 

adicional puede obtenerse en el siguiente enlace: 

http://www.waterboards.ca.gov/gama/docs/coc_hexch

romcr6.pdf  

Después de la revisión del material básico, el USGS 

proporcionó una actualización sobre el progreso del 

Estudio de Antecedentes del Cr (VI) del USGS en la Oficina 

del Gerente del IRP. Los dos temas principales discutidos 

durante la reunión fueron (1) la revisión y finalización del 

informe provisional y (2) el progreso de la Tarea 8. El 

informe provisional estará disponible para el público más 

adelante este año y describirá el enfoque del USGS para 

estimar el nivel o niveles naturales de Cr (VI) en todo el 

Valle de Hinkley. La tarea 8 es el estudio controlado en un 

entorno de laboratorio para investigar si Cr (III) podría 

revertir a Cr (VI) cuando el proceso de tratamiento IRZ se 

apaga. Ver la sección de preguntas frecuentes para 

El Dr. John Izbicki del USGS discutiendo el progreso 
del Estudio de Antecedentes del USGS Cr (VI) para el 
TWG en la Oficina del Gerente del IRP. 

más información sobre las IRZ. La Tarea 8 fue uno de los elementos que los miembros de la comunidad solicitaron al 

USGS para incluir como parte del estudio. La Tarea 8 se está llevando a cabo actualmente en las instalaciones de 

USGS en Menlo Park. La tarea 8 está programada para completarse a fines de 2018. 
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Preguntas Frecuentes (PFs): ¿Qué es el Sistema de 
Tratamiento de la Zona Reactiva In Situ (IRZ)? 

El IRZ es un sistema de tratamiento de aguas 
subterráneas que usa bajas concentraciones de 
etanol para convertir Cr (VI) en Cr (III). 

A continuación se muestra un diagrama que 
ilustra cómo funciona el sistema de tratamiento 
IRZ. 

Hoja Informativa de la Comunidad de Hinkley 
UN BOLETÍN1 EMITIDO POR EL GERENTE DE IRP DEL PROGRAMA DE REMEDIACIÓN DE Cr(VI) DE PG&E 

Volumen 3 Número 5 
octubre 2017 

Preparado e imprimido por el personal del Gerente de IRP en 1 El Gerente del IRP es un recurso para la Comunidad de Hinkley que proporciona explicaciones y respuestas a las preguntas de la Comunidad con respecto al Programa de Remediación de Cr(VI) de PG&E. 
2 USGS: United States Geological Survey. 
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Source: Third Quarter 2016 Former Waste Pit Groundwater Monitoring Report and Grab Groundwater Investigation Results, Hinkley, California, WDID No. 6B361403001 

Próximas Fechas Importantes 

deciembre 21: 5:00 PM – 7:00 PM 

 End of the Year Workshop at IRP 
Manager’s Office 

enero 25: 6:30 PM – 8:00 PM 
Quarterly Hinkley Community 
Meeting at Hinkley Community & 
Senior Center 

Horario de Oficina del Gerente de IRP 
36236 Serra Rd. Hinkley, CA 92347 

noviembre 11: 8:00 AM – 10:00 AM 

 at Hinkley Community &  
Senior Center 

noviembre 16:  5:00 PM – 8:00 PM 

diciembre 7: 5:00 PM – 8:00 PM 

IHechos Históricos Interesantes Sobre Hinkley.  

Extractos tomados del libro: "La Vida Familiar de un Ferroviario en el Desierto de Mojave,” escrito por Ruben "Benny" 
Arredando. 

Un gran libro de Rubén Arredando que representa su historia familiar en el Desierto de Mojave. Entre otros lugares, El 
Señor Arredando describe la vida en Hinkley y Barstow en la década de 1920hasta la era posterior a la Segunda Guerra 
Mundial. 

El Gran Diluvio de 1938 

"Las lluvias comenzaron alrededor del 6 de marzo de 1938. Lentamente aumentaron, se detuvieron durante uno o dos 
días y luego comenzaron de nuevo. Poco a poco, el Desierto de Mojave comenzó a ponerse bueno y húmedo, y en 
unos cuatro o cinco días el río Mojave superior comenzó a fluir hacia el Alto Desierto pasando Victorville y luego a 
Barstow y Newberry.” 

“Durante la inundación de 1938, la zona norte de Barstow, al norte de los depósitos y depósitos ferroviarios y la casa 
Fred Harvey, permaneció bajo el agua durante varios días. La inundación fue especialmente mala a lo largo de las 
avenidas Crooks y Pierce y el área a lo largo de la antigua autopista 91 donde había varios moteles o pistas de 
automóviles. El área al noroeste del puente del río, entre Buzzard Rock y donde la carretera 91 comenzó en la señal de 
stop en la esquina de Irwin Road y la antigua Highway 466, estaba prácticamente bajo el agua. Parte del Río Mojave se 
separó a poca distancia al oeste de Buzzard Rock, se dirigió al norte de la autopista 91 y luego regresó a su canal 
regular. El área rodeada estuvo aislada durante varios días.” 

“El Río Mojave en algunos lugares tenía casi media milla de ancho, especialmente en las áreas bajas al oeste y al este 
de Barstow. El área al oeste de la señal de stop de la esquina y la luz donde están las colinas, justo al lado de las partes 
antiguas de la autopista 466 y 58, tenían agua de al menos un metro y medio de profundidad. Hubo varias casas cerca 
del Rancho Ramírez, la gran lechería en el extremo este de Community Boulevard, y tan al oeste como Dixie Road, que 
se inundaron y tuvieron daños por agua en sus hogares.” 

“La inundación de 1938 pasó factura en Barstow y Hinkley, especialmente para aquellos que viven cerca del río 
Mojave." 

"La gente en Hinkley no pudo llegar a Barstow durante una semana más o menos. Los viajeros en las autopistas 66 y 
91 estuvieron atrapados en Barstow durante tres o cuatro días. Los moteles y las pistas de automóviles se llenaron y 
todos los cafés de Barstow hicieron un negocio próspero.” 

Hinkley acumuló varios charcos de agua en el área inferior al sur de las vías del ferrocarril hacia Dixie y Barstow ." 

"La inundación de 1938 fue trágica para aquellas personas en Daggett, Barstow y Hinkley cuyas casas y otras viviendas 
estaban tan inundadas y dañadas que eran inhabitables por semanas o más. Según el libro Once Upon a Desert de 
Beth Pinnell, los registros del gobierno indican que el agua medida en las bifurcaciones del Río Mojave en la 
inundación de 1938 fue considerablemente menor que las inundaciones de 1921-22 y 1968-69 pero, en cualquier 
caso, la inundación de 1938 tuvo un gran impacto en la historia de Barstow y las áreas circundantes. Barstow se vio 
particularmente afectado porque era más grande y se estaba convirtiendo en un importante cruce de ferrocarriles y 
autopistas, además de la puerta de entrada a las áreas metropolitanas de Los Ángeles y el Condado de Orange. " 

Hechos Históricos Interesantes Sobre Hinkley 
por Margaret DeAngelis 

La gran inundación de 1938. Barstow. Mirando hacia el oeste desde Buzzard Rock. Foto cortesía del Museo del Valle del 
Río Mojave 
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¿Quién es el Gerente de IRP? 
Project Navigator, Ltd. (PNL) fue seleccionada en 2012 
como el Gerente de IRP por el Comité Asesor de la 
Comunidad Hinkley (CAC).  

PNL es una empresa de ingenieria ambiental con base 
en Brea, CA conocido por su experiencia con proyectos 
de remediación ambiental complejo, a largo plazo. PNL 
también se especializa en la conversión de la 
información téchnica en elementos visuales fáciles de 
entender que mejoran la comunicación.  

El trabajo del Gerente de IRP se resume el La Orden de 
Limpieza del 4 de noviembre del 2015 de La Junta de 
Agua. Tarea incluye lo siguiente : 

• Comentarios de toda la documentación técnica 
relativa del Programa de PG&E de la Remediación de 
Cr(VI) de Aguas Subterráneas 

• Proporciona comentarios y observaciones en 
relación de órdenes y reportes de La Junta de Agua 

• Participa en la planificación y ejecución del Estudio 
de Antecedentes de Cr(VI) de USGS 

• Realizar extensión comunitaria a los residentes de 
Hinkley para explicar todas las differentes partes del 
Programa de Remediación de Cr(VI) de Aguas 
Subterráneas de PG&E (horario de oficina, 
reuniones, página de web, y boletines)  

 

 
Para Más Información, Por Favor Visite el Sito de 
Web del Gerente de IRP a 
www.HinkleyGroundwater.com. 

Si usted desea hablar con alguien del personal del 
Gerente de IRP1, tiene algún tipo de preocupacíon, o 
comentarios sobre el contenido del boletín, el Gerente 
del IRP y el personal, Raudel Sanchez, puede ser 
alcazado en (714) 388-1821 o por correo electrónico a 
rsanchez@projectnavigator.com o Margaret DeAngelis 
por correo electrónico 
mdeangelis@projectnavigator.com. También se puede 
ponerse en contacto con un miembro de la comunidad 
a: acgeneratorservice@verizon.net. 

Información de Contacto 
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