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IRP Presents: Three Items
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Update on the Cr(VI)
California MCL

IRP Manager’s Review of 
PG&E’s Annual Cleanup Status 

and Effectiveness Report

Update on the Sampling and 
Analysis Plan for the NOA



Update on the Cr(VI) California MCL
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New MCL set by the CA State Water Resources Control Board

 The State Water Board announced a proposed maximum contaminant 
level (MCL) for Cr(VI) on March 21, 2022 and is seeking public input.

 The proposal is a draft only – the MCL will be considered for final 
adoption by the board after an extended public comment period and 
once recommended changes are considered.

 The State Water Board’s recent analysis shows that an MCL for 
hexavalent chromium of 10 ppb should be achievable for systems 
serving 95% of Californians.

 At an MCL of 10 ppb, it is estimated that a person who ingests it daily 
for 70 years could have a one-in-2,000 chance of developing cancer.

 The new MCL is expected to go into effect in early 2024, if adopted by 
the board. 

https://www.waterboards.ca.gov/press_room/press_releases/2022/pr03212022-hexavalent-chromium.pdf
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New MCL set by the CA State Water Board (cont’d)

 The California State Water Board held two public 
workshops on April 5 and 7, 2022 to present information 
and solicit public input regarding the proposed MCL.

 The draft text is available online at the waterboard’s 
website.

 The formal rule making process for the Cr(VI) regulations 
will begin later this year after receipt and consideration of 
comments on the administrative draft.

 Written comments must be received by the Clerk by 
12:00 p.m. noon, Friday, April 29, 2022

https://www.waterboards.ca.gov/drinking_water/certlic/drinkingwater/documents/chromium6/n
otice_cr6wrkshp_040522.pdf
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Timeline of the California MCL for Cr(VI) in Drinking Water
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Final report (2024)

Field sampling

Draft report

Review of
draft report

The Superior Court of CA 
repealed the MCL and  
directed the State Water 
Board to withdraw the 
current MCL and establish a 
new one. 

The Office of Environmental Health 
Hazard Assessments (OEHHA) 
established a Public Health Goal 
(PHG) of 0.02 ppb (µg/L) 

The CA Dept of Public 
Health established an 
MCL of 10 ppb (µg/L) 

The State Waterboard 
reissued an MCL of 10 
ppb on March 21, 2022

2011 2012 2013 2014 2015 2016 2017 2018 2019 2020 2021 2022 2023 2024



Update on the Sampling and Analysis Plan for the NOA
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What is the Sampling and Analysis Plan (SAP) for the Recent 
Water Board-Approved Notice of Applicability (NOA)?
 The NOA was approved by the Water Board on 

October 5, 2021.
 The NOA Waste Discharge Requirements (WDRs) 

authorize the discharges from the In-Situ
Remediation Zones (IRZs) and Freshwater Injection 
Systems to allow PG&E to treat Cr(VI) in groundwater. 

 The NOA requires a revised SAP within 45 days of 
NOA approval.

 PG&E submitted the revised SAP on 
November 19, 2021.

 The SAP provides plans and procedures for 
groundwater sampling.
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What are the IRZ and Freshwater Injection Systems?
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Central Area
Start Date: 2007
Ethanol Injected: 200 to 500 gallons
Rate: 80 to 110 gal/min

South Central Re-Injection Area
Start Date: 2009
Ethanol Injected: 400 to 1,100 gallons
Rate: 80 to 110 gal/min

Source Area
Start Date: 2008
Ethanol Injected: 350 to 1,000 gallons
Rate: 70 to 105 gal/min

Freshwater Injection System
Start Date: 2010
Freshwater Injected: Avg 87 gal/min

Freshwater Injection System to be 
shut down for 18 month pilot test



What is the Domestic Wells Sampling Area? (EIR Mitigation 
Area)

All Domestic Wells Sampled 
Inside this Green Line
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Why is the SAP Important?

 During the IRP Manager’s NOA Community Meeting and follow-up Workshop on 
July 22 and 29, 2021, Community expressed interest in reviewing SAP.

 Specific Monitoring Wells are used to protect public health by evaluating whether Domestic 
Wells may be impacted by PG&E’s remediation program.

 The SAP describes procedures for collecting groundwater samples that meet industry standards.

 The SAP also describes Quality Assurance/Quality Control (QA/QC) procedures to be used to 
ensure the accuracy and reliability of field measurements and analytical results.

 Monitoring program consists of 652 monitoring wells over an area 4 miles wide and 10 miles long 
that are sampled at various frequencies.
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Why is Groundwater Monitoring and Sampling Conducted?

 The sampling program tracks performance of IRZs by monitoring for Cr(VI) 
concentrations.
 Tier I, II, and III sentry wells are monitored to protect water quality. Sentry wells are 

located along the perimeter of the IRZs and are used to sample for by-products.
 Freshwater injection wells are monitored to confirm source water does not impact 

groundwater.
 Constituents associated with well rehabilitation products are monitored to verify they are 

attenuating outside of cleanup area.
 Domestic wells that may potentially be affected by Cr(VI) or by-products are identified.
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What are the Monitoring Wells in the SAP?
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In-Situ Reactive Zone Monitoring Wells
Monitoring Well Type

Performance Only
NOA Sentry
Tier I Contingency Byproduct
Tier II Contingency Byproduct
Tier III Contingency Byproduct
Major Roads
Lockhart Fault
PG&E Compressor Station
In-Situ Reaction Zone
Agricultural Treatment Unit
EIR Mitigation Measure Area

LEGEND

Miles
0 0.25 0.5

23 Tier II Sentry Wells

18 Tier I Sentry Wells

18 Tier III Sentry Wells



Final Thoughts on the SAP for the NOA

 IRP Manager Team hosted two workshops regarding the Draft SAP 
on December 16, 2021 and February 17, 2022.
 Comments to the Draft and Revised SAP were submitted to the 

Water Board.
 PG&E incorporated collective input from both rounds of review by 

the IRP Manager Team.
 IRP Manager had no further comments or objections.
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IRP Manager’s Review of PG&E’s
Annual Cleanup Status and Effectiveness Report
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What is PG&E’s Annual Cleanup Status and Effectiveness Report?
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 Provides a summary of all 
remedial activities completed 
during the year

 Provides details on how the 
remedy is performing 

 Provides recommended 
improvements on how the remedy 
will be operated in the following 
year to achieve remedy targets



What Is PG&E’s Annual Cleanup Status and Effectiveness Report?
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Reach and maintain Cr(VI) 
concentrations target numbers at 
specific wells as follows:

 50 ppb by 
December 31, 2025 

 10 ppb by 
December 31, 2032 



Cr(VI) Concentrations Decrease as You Move North from the 
Compressor Station

Cr
(V

I) 
co

ne
 in

 g
ro

un
dw

at
er

Compressor Station Area Thompson Road Area Far North Area

Graph is pictorial: for illustration purposes only.

IRZ treats higher 
concentrations

ATUs treat lower 
concentrations
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Freshwater Supply Wells

NW Freshwater Injection Wells

Central Area

Source Area

South Central Reinjection Area (SCRIA) 

Central Area

Freshwater Injection

Source Area

SCRIA

Major Roads

State Route 58

Agricultural Treatment Units

In-Situ Reactive Zone

PG&E Compressor Station

Freshwater Wells IRZ Remediation Wells IRZ and NWFI System Piping Roads and Areas
LEGEND

Remedial 
System 2021 Construction System Effectiveness 2022 Recommendations

Northern 
Pumping No construction activities. System has been effective reducing 

and controlling plume.

Pump from new well southeast 
of Ranch ATU. Conduct 
freshwater injection system 
shutdown and pumping 
optimization pilot tests.

Southern 
Pumping No construction activities.

Plume has been controlled.  Some 
concentration increases in 
northeast SCRIA wells, but 
concentrations have been 
controlled with system 
adjustments.

Operate new pumping well in 
northeast part of SCRIA IRZ.

Lower Aquifer No construction activities.

Significant reductions in Lower 
Aquifer. Concentrations remain 
between Upper and Lower 
Aquifers.

Continue operation changes to 
reduce concentrations between 
Upper and Lower Aquifers. 

Central
Area IRZ

Installed 3 new injection 
wells in west. 2 proposed 
injection wells not installed 
due to low permeability soils.

System is effective overall but need 
to expand IRZ to west.

Conduct CPT/HPT investigation 
in west for additional 
soil/permeability/injectability 
characterization.

SCRIA IRZ Installed 3 new injection 
wells in west.

New areas operating effectively.  
Need to install new wells in west.  
New pumping well in northeast 
needs to start pumping.

Conduct CPT/HPT investigation 
in west for additional 
soil/permeability/injectability 
characterization.

Source
Area IRZ

Installed 11 new injection 
wells and converted 1 
injection well to an extraction 
well near Pond 8.

Concentrations have steadily 
decreased.  Need to operate new 
injection and extraction wells.

Operate new injection and 
extraction wells.

Status of Remedial Systems in 2021-2022



How Much Cr(VI) Has Been Treated by the ATUs and IRZs?
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Remediation Systems
Hexavalent Chromium Removed (pounds)

2021 Cumulative through 2021

Former East and Ranch LTU
(operational from 1992 

through May 2001)
--- 1,550

ATUs (since 2004) 81 1,161

Northwest Area Extraction (since 2009) 23 114

IRZ Systems (since 2007) -- 2,956

Total 104 5,686

Does not include the pounds of Cr(VI) treated by the IRZ in 2021.  



Final Thoughts on PG&E’s Annual Cleanup Status and 
Effectiveness Report

 Submitted formal comments to the Report to the Water Board on 
April 10th

No major concerns with PG&E’s proposed 2022 remedial operational 
recommendations outlined in the report
 Requested additional information regarding PG&E’s proposed 

changes to sampling frequencies of certain groundwater monitoring 
wells
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Conclusions

 CA reinstated the Cr(VI) MCL to 10 ppb
 MCL is anticipated to be implemented by 2024
 Water Board approved the SAP for the NOA

• IRP Manager Team hosted two workshops on December 16, 2021 and February 17, 2022

• Submitted comments on the Draft and Revised SAP

• IRP Manager Team had no further comments/objections

 IRP Manager Team reviewed PG&E’s Annual Cleanup Status and Effectiveness Report and 
submitted formal comments on April 8th

• No major concerns with PG&E’s recommended 2022 remedial modifications

• Requested further clarifications regarding PG&E’s proposed sampling frequency changes to certain groundwater 
monitoring wells

 Thank you for your participation
22
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The IRP Manager’s Office Hours

IRP Manager’s Office
36236 Serra Road
Hinkley, CA 92347

Schedule (three opportunities per month)

First, Second and Third Thursdays of each month
3:00pm – 6:00pm
at the IRP Manager’s Office

Contacts
Dr. Raudel Sanchez
(714) 388-1800
rsanchez@projectnavigator.com

Margaret DeAngelis
mdeangelis@projectnavigator.com

IRP Manager Team is also available by 
appointment.

mailto:rsanchez@projectnavigator.com
mailto:mdeangelis@projectnavigator.com
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